36" CAST IROM COVER & FRAME
|SEE DETAIL E-105). FRAME SHALL
BE RAISED TO ACCOMMODATE
SITE CONDITHON & DUGT BANK,
PENETRATION ELEVATIONS. [SEE
NOTE3)

ADNUSTING RING

CABLE KNOCKOUTS (8% 167} 4
KNOCKOUTS O 8* CENTERS (4
WALLS|

WATERPROOF
BETWEEM SECTIONS 8
ON OUTER SURFACE

PULLING IRONS
[T¥P. EACH WALL)

GROUND ROD

FLOCR OPENING
10%% 304 GROUND ROD

/"4 \PRECAST ELECTRIC MANHOLE DETAIL
NOTES:

oo NTS

KNOCKOUTS SHOWN IN DETAIL ARE MINIMUNM RECHHREMENTS. COORDINATE ACTUAL
KNOCKOUT REQUIREMENTS WITH DUCT BANK SECTIONS.

2. PROVIDE ALUMINUM LADDER EXTENDING FROM MANHOLE FLOOR TO THE MANHOLE OPENING.
PERMANENTLY FASTEN EACH END OF LADDER TO MANHOLE BOX,

3. MANROLE BOX SHALL BE INSTALLED A MINIMUM OF 12" BELCAY FINISHED GRADE, PROVIDE
PRECAST CONCRETE FRAME ADJUSTING RING TO ACCOMMODATE MOUNTING HEIGHT OF THE
FRAME.

4, GROUND MANHOLE LADDERS, FRAMES, CONDUITS AND OTHER EXPOSED METALLIC
COMPOMNENT S

[ MIKIMUM)
(DEPTH AS REQUIRED TO COORDIMATE WITH
OUCT BANK PENETRATION ELEVATIONS)

CABLE RACKS, HOOKS &
INSULATORS. MINIMLUM 2
SETS PER WALL (12" INSERTS
PROVIDED wiPRECAST

r

=

CAST IRON MANHOLE!
HANDHOLE COVER & FRAME
MANHOLE FRAME & COVER M
SIMILAR TO NEENAH SERIES GEENDTES L5482
FR-1640 OR EQUAL
MANHOLE COVER TO BE SET 2°
ABOVE FINISHED GRADE, WiTH
Fllilgiﬁgnﬁf;é}; SURRCUMDING SOIL REGRADED
: TO A SMOOTH SLOPE
EXTENDING AT LEAST 30" T0
GROUT ALL ARQUND MEET UPSET COVER
E. . e ™
T 2 Ng FINISHED GRADE
: [LUINPAVED AREAS)
PRE GAST CONCRETE FRAME

ADJUSTING RING. (MIN. OF

1 REQUIRED) PROVIDE ADDITIONAL
RINGS AS REQUIRED TO SUIT
FIELD CONDITIONS &

MANHOLEHANDHOLE DEPTH,

/5 \MANHOLE OR HANDHOLE FRAME AND COVER DETAIL
L NTS

NOTES:
1. MANHOLE AND HANDHOLE COVERS SHALL BE 16" (REFER TO
DETAILS E-103 & E-104),

2 COVERS SHALL BE PROVIDED WICAST LETTERING E="ELECTRIC" AND
C="COMMUNICATIONS™ WHERE NOTED ON THE DRAWINGS.

3. GROUMD MANHOLE FRAMES TO GROUND ROD:.




